KELEN

KE35 KELEN PP-RCT reducer tee 110/90/110

2579351

Areas of application

0008880686

KELEN PP-RCT Polyfusion welding fitting for connecting pipes with fittings made of the same

material (no reduction of internal diameter)
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Specifications

Article information

port 1
port 2
port 3
execution

angle

Plastic welded sleeve
Plastic welded sleeve
Plastic welded sleeve
T-piece

90 °

Technical properties

maximum working pressure at 20 ° C

20 bar

Product information

VPE1

VPE2

VPE3

weight

text

INTRNR

main material group
material group

code

1,00 KT1

6,00 KT2

96,00 PAL

1,7010 KGM

KELEN PP-RCT reducer tee
39174000

KELEN

KELEN plastic fittings

KE35

KE KELIT GmbH
E ELIT A 4020 Linz, Ignaz-Mayer-Stral3e 17, Austria, Europe
PHONE +43 (0) 50 779 E-MAIL office@kekelit.com 2/3

www.kekelit.com 08.08.2026


mailto:office@kekelit.com
www.kekelit.com

Art. No label dl mm

2579351  110/90/11 110

d2 mm d3 mm L1 mm L2 mm L3 mm z1l mm z2 mm z3 mm

90 110 95 95 95 58 61 58
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