STEEL FIXc-stanL

CP450 C-Steel press-adaptor male 28x1"

54702E05

Areas of application

006260606

Press-adaptor with male thread conforming to EN 10226-1 made of C-steel coated with a zinc layer,
incl. EPDM sealing components, d15-54 "leak before pressed”

Press contour:M
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Specifications

Article information

port 1
port 2
execution
design

press contour

Pressmuffe

AufRRengewinde konisch (NPT)
1-teilig

gerade

M

Technical properties

maximum working pressure at 20 ° C

16 bar

Product information

VPE1

VPE2

VPE3

weight

text

INTRNR

main material group
material group

code

10 SA1

60 KT1

1500 DDP

0,13 KGM

C-Steel press-adaptor male
73079980

STEELFIX

C-STAHL pressfittings

CP450

KE KELIT GmbH
E ELIT A 4020 Linz, Ignaz-Mayer-Stral3e 17, Austria, Europe
PHONE +43 (0) 50 779 E-MAIL office@kekelit.com 2/3

www.kekelit.com 19.05.2024


mailto:office@kekelit.com
/home/kekelcba/www.kekelit.com/html/releases/20190305093009/web/www.kekelit.com

d1

Art. No label

54702E05 28x1"

< KEKELIT

slwe

T 11
d2

Z’]

d2 dlmm L1 mm L2 mm z1l mm slw2 mm

1 Zoll (25) 28 28 20
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